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Measurement data

NIOSH Personal sqrt2 

The personal measurements collected by NIOSH in 1998-2001.  For values less than the limit of detection, the value/sqrt of 2 was used.
NIOSH area sqrt2 

The area measurements collected by NIOSH in 1998-2001.  For values less than the limit of detection, the value/sqrt of 2 was used.

NIOSH area imputed

The area measurements collected by NIOSH in 1998-2001.  For values less than the limit of detection, imputation was used. Values were re-imputed for this request.
Other Agents   
The measurements collected by NIOSH in 1998-2001 and by MSHA of respirable dust, radon, asbestos, and silica.

REC
For each facility, the personal REC measurements collected by NIOSH in 1998-2001 for each of the seven mines. 
REC Facility B 1994

The personal REC measurements collected by NIOSH in facility B in 1994.

Exposure Groups

For each facility, the percent of time spent in each of the four major areas underground, and the assignment of both underground and surface exposure groups.

Model Data
Determinants

For each mine, by year, the ln of the adjusted horsepower/CFM, the ln of the adjusted horsepower in the early 1990s, the adjusted horsepower and the CFM.

CO data

For each mine, CO measurements and associated determinant information.  All document sources other than NIOSH and MSHA, used in model

Miscellaneous

Bottoms

(Hard-coded) estimates of lowest the possible REC estimates underground per facility.

Override

(Hard-coded) current estimates of (NIOSH) REC estimates per facility/job.  

Surface equipment timelines
The years diesel equipment changed to/from gasoline or stopped or started being used by job.
AVE year equipment in 

The average year of the first year of all underground diesel equipment.

Mine and location codes

The mine number and associated letter.  The codes used for locations.

The person-years associated with the various job groups cannot be provided due to possible  linkage with personal identification information.

The work history information cannot be provided due to possible linkage with personal identification information.

